Product Specifications

FlashLink. In-Transit
BLE Logger

Measurement Range

-30°C to 70°C (-22°F to 158°F)

-30°C to -25°C: =1.0°C
(-22°F to -13°F: +1.0°F)

Temperature Accuracy 2259 10 +70°C: +0.5°C
(-13°F to 158°F: +0.5°F)

Data Capacity 14,400 data points

Logging Interval 10 minutes

Recording cycle Up to 90 days

Start mode Manual

Stop mode USB connection/ Data limit

Transmission Range:

10 seconds interval / 20m (65 feet)
at sight

Shelf Life

1 year

Battery

3.0v lithium battery

Dimensions/Body

1.575in x 3.189in x 0.492in
(40mm x 81mm x 12.5mm)

Casing ABS plastic

IP Rating IP54 (with silicon cap on)

Weight 1.9 oz. (54 grams)

LED Blue and Red

Certification NIST traceab_le, CE Mark, FCC
RoHS compliant
i0S or Android 6.0.1, and Bluetooth 4.0

System

Requirements

Requires internet access to save data to
the cloud

Download Requirements

Android™/i0S® App, direct USB
connection
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Date last read
Start Time
Last Log Time
Trip length
Data points
Average temperature
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Model 40909

Single-use temperature data logger

Monitor perishable commodities during transport

Wirelessly transmits data by Bluetooth to smart
devices with custom App

Scan QR code on logger to download App and for

more product information

Access trip data on demand from mobile device up to

~65 feet /20 meters away

No need to open vehicle doors and locate logger for

downloading

Temperature and location data stored in cloud-based

App

Download reports from logger to PC with direct USB
connection

Share PDF reports from mobile device and web App

DeltaTrak manufactures and operates under an ISO 9001:2015
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registered quality management system
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